3.50X(N-1)+14.20

22,

12.70

(Vension)

N
(Rev. Content)

X
(Change Person)

P=3.50mm,N LA (N for hole digits), 5 27 %4 (Significant Digits):02p—19p

N 02P | 03P | 04P | 05P | 06P | O7P | 08P | 09P | 10P %?{)Niﬂ f;ﬁﬁcﬁwﬁc?c? f:]TD 150~ |+1.50
0 s 60~150 |+1.00
L | 17.70 | 21.20 | 24.70 | 28.20 | 31.70 | 35.20 | 38.70 | 42.20 | 45.70 5Typor FPH1 5XX350-18R.YY 3060 2060
B |350 |7.00 |10.50 |14.00 |17.50 | 21.00 |24.50 | 28.00 | 31.50 S porovaly - _ _ 60:360 fggg
N 11P | 12P | 13P | 14P | 15P | 16P | 17P | 18P | 19P /'S (Drawing NO.) FETX T 5o
L | 49.20 | 52.70 | 56.20 | 59.70 | 63.20 | 66.70 | 70.20 | 73.70 | 77.20 et (Audit): #fi(Unitsymm - (5U(Page): 11 |(ngle) X x| g1°
B |35.00 38.50 | 42.00 | 45.50 | 49.00 | 52.50 | 56.00 | 59.50 | 63.00 Bt (Design) HAl(Scale):FULL @G i 2% (Version):TQ

.70 HARZ% (Technical Data)
N 415(Use group) B C D
0.80x0.80 U ToE R BEH
m (Rated Electrical Parameters) |SO0V/8A |300V/8A 300V/8A
| 2 ] v | W3 2|02
= it S 0 300V/8A [300V/8A [300V/8A
o (Rated Electrical Parameters)
” 453t [l (Wire Range) /
T4 [ (Frequency Voltage) AC 1300V
i £ (Rated Surge Voltage) 4000V
#i2%Bi#T (Insulation Resistance)| DC500V 500MQ above
il 1 B (Contact Resistance) <20mQ
FI£& K ¥ (String Length) /
T A% (Temperature) -40° C—+105° C
21,90 i H14F (Rated torque) /
# A HL 4% (Material and plating)
25244 J5i (Housing) PAGG
F4#1 EL(Contact) Hi 44, $E9(Copper alloy, Sn plsted)
/ /
PRI

(Product Number Gode):
FPH1.5-XX-350-18R-YY

A5 (Series) 2 (Model)
e H (No. of poles)— YRR B th,(Housing Color)
1:4¢ {4 (Green)
St 7- [ B (Pitch) 2:7% t4(Blue)
3: {1 (Black)

4: 7% 5(Grey)
5:% ff,(Orange)
6:41.{f(Red)

TIEE
(Transparent)
8: [t (White)
9: 3% (Yellow)
Y: 2RI

(Mixed color)

|/ %[l (Tolerance Range)




