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TR 3
(Vension)

_TERA TEE
(Rev. Content) (Change Person)

BiARZ%# (Technical Data)

P=9.50mm,N LAz %(N for hole digits), 5 %7y (Significant Digits):02p-19p

N [o02r | 03P | 04P | 05P | 06P | 07P | 08P | 09P | 10P
L | 38.00| 47.50| 57.00| 66.50| 76.00| 85.50| 95.00 104.50 |114.00
B | 950 | 19.00| 29.50 | 38.00 47.50| 57.00| 66.50| 76.00| 85.50
N | 11P | 12P | 13P | 14P | 15P | 16P | 17P | 18P | 19P
L [123.50 [133.00 |142.50 |152.00 |161.50 |171.00 |180.50 |190.00 |199.50
B | 95.00 104.50 114.00 |123.50 |133.00 [142.50 [152.00 |161.50 |171.00
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| =

16.20

Section A-A

#4524 (Housing) PAGG
51441 K} (Contact) Hi&4:, B9 (Copper alloy, Sn plsted)
/ /
PR BRI
(Product Number Gode):

£7% (Series)

4.5 (Use group) B C D
U Wik BB
(Rated Electrical Parameters) |300V/20A[300V/20A|300V/20A
it o v | V3| 102|112
I=C R iS5 400V/24A400V/24A/400V/24A
(Rated Electrical Parameters)
JE £ 35 [# (Wire Range) /
T4 1 (Frequency Voltage) AC 2500V
it} i (Rated Surge Voltage) 4000V
#4415 (Insulation Resistance)| DC500V 500MQ above
A #fL B (Contact Resistance) <20mQ
2% K 1% (String Length) 10
T.{ i (Temperature) -40° C—+105° C
i H1% (Rated torque) /

#74 J5 F B 4% (Material and plating)

BT4-XX-950-45SM-YY

L (N0. of poles)

Uity F A1 P (Pitch)

145 (Model)

géﬁsfﬁﬁ@(Housing Color)

1:4¢£8(Green)
2:1% {7 (Blue)

3: 2 {7(Black)
4: 7% (Grey)
5:f&{f,(Orange)
6:47.{5(Red)

TIEE
(Transparent)
8: [t (White)
9: 34 (Yellow)
Y: Z M

(Mixed color)

—\ N /» % [l (Tolerance Range)

AOS | AR MR T A R 4] 150~ +1.50
? DONGGUAN AOS! ELECTRONICS CO.,LTD 60~150 | £1.00
15 (Type): BT4-XX-950-45SM-YY 30~60 | +0.60
6~30 +0.40

Htk(Approval): % (Drawing NO.): 0~6 | %0.25
e . A ﬁﬂg X +2°
% 5 (Audit): Hpr(Unitskmm  (T084(Page):1/1 [(Angle) x x| £1°

#it(Design) EL 5l (Scale):FULL @G i X (Version):TO




